EQUIPMENT KIND:  Aircraft Rescue and Firefighting apparatus            DATE: __________TIME:________

INCIDENT INSPECTION CHECKLIST
INCIDENT NAME: ____________________INCIDENT NUMBER: ______________________RESOURCE #:_E-_      _
COMPANY/CONTRACTOR: __________________________________________________________________   
AGREEMENT #: _______________________________________Equipment/Company I.D. #______________   
VIN/SN #:_______________________________                                                                                                            __   _ ___

OPERATOR NAME: ___   __   _____                                        Drivers License, state and #                                       exp.        __                                        
                                                                                                                                                                             Class            Endorsements_              ______                                    
EQUIPMENT and OPERATOR REQUIREMENTS – ARFF
	#
	Minimum Requirements
	Yes
	No

	---
	Not all inclusive; for additional clarification refer to agreement (SF-1449 section D)
	-------
	------

	1
	Agreement:  One complete copy.  Note, must have arrived at incident with at least 1 complete copy
 (May verify with Finance/Equipment Times)                                                                            (D.8) (D.21.9.1)
	
	

	2
	Check-In Process:  Completed  (Note:  Also includes;  Finance, and Plans)                                   (D.6.5.3)  
	
	

	3
	VIN # on ARFF matches Resource Order (may also have to verify on DPL):  
Note: This is also a business rule that could affect payment.                                    (D.6.2) (Schedule of Items) (D.6.3.1)        
	
	

	4
	Incident Pre-Use Inspection (OF-296 Vehicle/Heavy Equipment Mechanical Inspection):  

This Water Tender has successfully completed a Mechanical Inspection for this Incident                  (D.17) (D.17.1)                
	
	

	
	                                      CONTRACTOR OBLIGATIONS                                                (D.2.1)
	
	

	5
	(a) Provide qualified, knowledgeable, and skilled ARFF personnel.

(b) The Contractor shall furnish all labor, equipment/tools, transportation, lodging if needed, and incidentals necessary to accomplish the project.

(c) Have required licenses and certifications.
	
	

	
	                                     STAFFING FOR ARFF ENGINE                                       (D.2.1.1)
	
	

	6
	One Firefighter trained and qualified in accordance with NFPA 1001.

One Driver Operator trained and qualified in accordance with NFPA 1002.

One Fire Officer I trained and qualified in accordance with NFPA 1021.

Contractor shall provide a manifest of all employees, along with proof of qualifications for each crew member upon arrival to the assigned incident helibase.
	
	

	9
	PERSONNEL PROTECTIVE EQUIPMENT IN ACCORDANCE WITH NFPA 1971

                                                                                                                                                           (D.2.1.2)
	
	

	
	Each crewmember shall have the following serviceable and properly fitted equipment:

(a) Structural Firefighting boots.

(b) Structural Firefighting Helmet with shield or goggles.

(c) Structural Firefighting gloves.

(d) Nomex or other “approved” structural hood.

(e) Structural firefighting turnout coat and pants

(f) Approved federal fire shelter

(g) Personnel are required to wear cotton or Nomex under garments against skin under clothing.

Note: A full compliment of serviceable and properly fitted NFPA standard 1976 Protective Ensemble for Proximity Fire Fighting is acceptable as an alternative to the NFPA 1971 standard.

	
	

	
	                   CRASH RESCUE PERSONNEL MINIMUM TRAINING                     (D.2.1.3)
	
	

	
	Hazardous Materials Awareness and Operations – First Responder and re-currency

incompliance with CFR1910.120.

S-130 and S-190, Annual Fire Shelter deployment training in accordance with NWCG 310-1, and proof of successful completion of the Work Capacity Test - Arduous.

 I-101 and I-200 Incident Command System in accordance with NWCG 310-1

Personnel must meet recurrency training in accordance with NFPA 405, Chapter 12.

Documentation of live fire training within the last 2 years must be provided.

One member of the ARFF crew must be currently certified as a EMT/B

 Blood borne pathogens training in accordance with OSHA 1910.1030.

Annual SCBA qualitative fit testing and training in accordance with OSHA 1910. Proof must be provided.
	
	

	
	                                 APPARATUS SPECIFICATIONS                                               (D.2.1.4)
	
	

	
	(a) 500 gallon (minimum) water tank, in accordance with NFPA 1901
(b) Apparatus must be maintained in accordance with NFPA 1911 and comply with current U.S.D.O.T. regulations
(c) Off-road capability: The vehicle shall be capable of operating on rough mountainous terrain to include grades of up to 9%.
(d) Apparatus shall be able to prime and pump water from a 10 foot lift
(e) 150 GPM at 250 PSI rated capacity pump in accordance with NFPA 1901
(f) Documentation of annual pump service test in accordance with NFPA 1911 by a qualified vendor is required.
(g) High visibility and contrasting markings in accordance with NFPA 1901.
(h) Adequate code 3 lighting/warning devices including siren with minimum 120 DB rating, and PA system.
(i) Two adjustable cab mounted spot lights
(j) All threaded connections to be National Hose threads (NH)
(k) One (1) 2 ½ inch valved intake with (NH) threads.
(l) Hose: 500’ double jacket 1.5” or 1.75” synthetic hose, coupled with 1.5” NH in 50 ft. lengths; 300’ or 400’ of which will be configured as pre-connected attack hose lines in hose trays; immediately available for rapid initial attack.
(m) Hose: 300’ double jacket, 2.5” or greater supply hose
(n) Ability to refill from static water source.

(o) Two universal spanner wrenches
(p) One adjustable hydrant wrench
(q) Assorted adapters, reducers, increasers, double male and double female connectors to facilitate re-filling and inter-engine operations. One (1) 2 ½ “camlock to 2 ½ “NH adapter.
(r) One 6 ft. pike pole or trash hook
(s) One Halligan tool or other comparable prying too

(t) Two wheel chocks
(u) Minimum Aqueous Film Forming Foam (AFFF) foam supply for 500 gallons of water:
          (1) 6%: 30 gallons or

          (2) 3%: 15 gallons or

          (3) 1% : 5 gallons
	
	

	
	                         APPARATUS EQUIPMENT MINIMUM REQUIREMENTS        (D.2.1.5)
	
	

	
	(a) Three (3) complete Self Contained Breathing Apparatus (SCBA), meeting NFPA Standard 1981, with one extra air cylinder per pack.

(b) Two (2) 20lb. Aqueous Film Forming Foam (AFFF) compatible dry chemical portable fire extinguishers.

(c) One (1) portable reciprocating saw with power and a minimum of 5 metal cutting blades.

     (d) One ladder, combination or roof ladder, a minimum of 14 feet in length
	
	

	
	                                            ARFF VEHICLE RADIOS                                          (D.2.1.5.1)
	
	

	
	(a) One (1) programmable VHF-AM portable radio.

     (b) Two (2) narrow band programmable VHF-FM portable radios.
	
	

	
	                     PORTABLE AIRCRAFT RESCUE EXTRICATION KITS        (D.2.1.5.2)
	
	

	
	One (1) portable aircraft rescue extrication kit which may be used independently of the ARFF apparatus. Minimum requirements for kits are:

(a) Hack saw w/ 5 spare metal cutting blades

(b) Seatbelt cutter

(c) Serrated fire axe/metal cutting hatchet

(d) 3’ Pry bar

(e) Pry Axe

(f) Bolt cutters (30” handle or greater)

(g) One flat head axe

(i) One 8# sledge hammer

(j) One rubber mallet (minimum 2# head)

(k) One round point, long handled shovel

(l) Four (4) step chocks

(m) Two (2) portable battery powered handheld flashlights.
	
	

	
	                                            MEDICAL EQUIPMENT                                  (D.2.1.5.3)
	
	

	
	Minimum requirements for medical equipment are:

(a) Two (2) long backboard with straps

(b) Various size c-collars

(c) One full D cylinder of oxygen and regulator with (2) non re-breather masks, (1) bag valve mask

(d) Assorted airways

(e) One burn kit

      (f) One First Aid kit with BP cuff and stethoscope.               
	
	

	
	JUMPER CABLES                                                                                                       (D.2.1.5.4)
	
	

	
	                                        HAZARDOUS MATERIALS SPILL KIT                          (D.2.1.5.5)
	
	

	
	(a) Equivalent of five gallons of absorbent for spills of hydrocarbon and polar solvents

(b) Twenty (20) sorbent pads

(c) One boom capable of spill containment up to 25 gallons of hydrocarbon and polar solvents.

(d) Two (2) constant flow rated nozzles with manual gallonage adjustment and full-flow waterway ball shutoff valves.

(e) One (1) piercing applicator (nozzle) rated GPM shall match the rated GPM of the eductor.

(f) Complete inventory list for all equipment on the apparatus
	
	

	
	                                      FOAM GENERATING REQUIRMENTS                             (D.2.1.6)
	
	

	
	(a) Pump at a minimum, 95 GPM foam solution for 5 minutes utilizing one 1.5” or 1.75” hose line

(b) Performance is predicated upon deployment of double jacket all polyester hose rated and U.L approved for 300 PSI service test and 600 PSI burst test.

(c) Performance is predicated upon deployment of combination, constant flow rated nozzles with manual gallonage adjustment and full-flow waterway ball shutoff valves.

(d) Performance is predicated upon deployment of in-line or by-pass discharge side eductors or an around-the-pump proportioner designed for flow rates cited and equipped with adjustable metering devices with ball checks located at the venturis.

(e) The use of aspirating nozzles on handlines will not be permitted for initial attack operations. 

(f) Only AFFF synthetic foam concentrate is permitted. The use of hydrocarbon / polar solvent combination AFFF (Alcohol Resistant Concentrate (ARC) / Alcohol Type Concentrate (ATC)) is permissible
(g) When utilizing in-line or by-pass eductors rated at 95 GPM, 1.5 “hose lines may not exceed 100 feet in overall length.
(h) When utilizing in-line or by-pass eductors rated at 95 GPM, 1.75” hoselines may not exceed 200 feet in overall length
	
	

	
	All ARFF engines shall have a full size spare tire with minimum of 4/32 tread and wheel securely (mounted to the vehicle). The spare tire shall be easily accessible.            (D.2.2.1.1)
	
	

	
	                                                       Vehicle Identification                                                               (D.2.2.3)
	
	

	
	Every ARFF engines shall have the company’s name and unique identification number affixed to the vehicle. The company name and unique ID shall be on each side of the cab.

As required in part 390 of FMCSA, every vehicle with a GVWR greater than 10,000 lbs. shall be marked on both sides of the vehicle with the following:
a. the motor carrier’s name or trade name

b. the motor carrier’s identification number preceded by US DOT
	
	


      
              Contractor is given the opportunity (Optional), to correct noted deficiencies.  May be given up to 24 Hours

               as of:    

                                        Date: _______________ Time: ____________        See Remarks     (D.7.1.1)   (D.17)
              Contactor successfully corrected deficiencies:                           Date: ______________Time:____________
                                                                                                                                                  Inspector: ___________________

REMARKS:__________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________
_____________________________________________________________________________________________

CONTRACTOR REPRESENTATIVE: __________________________________Title:__________Date:_____

(Print and Sign)
GOVERNMENT INSPECTOR:_________________________________________Title:__________Date:_____

(Print and Sign)
 May 30,  2014
