SITE EVALUATION WORKSHEET
	SITE:
	 
	LEGAL:
	 


Factors influencing rate of spread:
	Slope
	 
	Position on slope
	 
	Aspect
	 
	Fuel model
	 

	Fuel continuity
	 
	Ladder fuels
	 


	Remarks:
	 

	 


Resources:
	Water supply (type and capacity)
	 

	 

	Equipment on site
	 

	 

	Available barriers
	 


	Access/egress:Road (width, grade, condition, bridges, etc.)
	 

	 

	Trails
	 

	Airstrip
	 

	Helispot
	 

	Boat
	 


	Occupancy (number, type, duration, etc.)
	 


	Identified Protection Level:1.
	 
	 No protection

	2.
	 
	Handline construction concurrent with threatening fire

	3.
	 
	Handline and burnout concurrent with threatening fire

	4.
	 
	Fire shelter or water system protection concurrent with threatening fire

	5.
	 
	Fugitive retardent drops concurrent with threatening fire

	6.
	 
	Use of heavy equipment for fireline construction concurrent with threatening fire

	7.
	 
	Site/Structure/Improvement preatreatment fuels reduction of unnatural fuels prior to



	

  fire event




a. Fuels reduction




b. Flammable material movement (firewood, fuel, etc.)




c. Change in building materials

Proposed Tactics:
	 


Probability of success:
	            Flame length
	 0-2'
	 2-4'
	    4-6'
	    6-8'
	    8'+

	Fair
	40%+
	 
	 
	 
	 
	 
	 
	 
	 
	 

	Good
	60%+
	 
	 
	 
	 
	 
	 
	 
	 
	 

	Excellent
	80%+
	 
	 
	 
	 
	 
	 
	 
	 
	 


	Prepared by:
	 
	Date:
	 


(draw site map on back; attach other notes or appropriate information)

