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	1.  Organization and Location

Central Utah Interagency Fire Management Area
	2.  Page _____1_______of_______2_______

	3.  Operation / Task
Batch Plant Trailer Operations

	4.  Beginning Date:

01/01/2011
	5. Ending Date:

12/31/2111
	6.  Date Prepared

3/01/2011


	7.  Prepared by  (Name / Duty Position)

Linda Chappell / Dixie/ Fishlake Ecologist

	8.  Identified Hazards:


	9.  Assess the Hazards Initial 
	10.  Control Measures Developed for Identified Hazards: (Specific measures taken to reduce the probability of a hazard.)
	11.  Assess the Hazard’s Residual

 Risk
	12.  How to Implement the Controls: (Include SOP’s, references, etc.)
	13.  Supervision and Evaluation Method: (Continuous Leader Checks, Buddy System, etc.)

	(Be Specific)
	L
	M
	H
	E
	(Be Specific)
	L
	M
	H
	E
	(Be Specific)
	(Be Specific)

	1. Vehicle Towing Requirements
2. Compliance with hours of service regulations.
Daily Batch Plant Operations

3. Exposure to fuel vapors/chemical vapors and agents while mixing
4.  Risk of  static electricity causing ignition of vapors

5.Slips, trips and falls from trailer

6. Equipment malfunction or failure
	
	X
X

X
	X

X

X
	                                   
	 Only CDL drivers with hazmat & tanks endorsements may tow the batch plant trailer. Utilize aerial Ignition Guide: Regulatory Issues/Transportation Requirements and Inspection Checklist. Must have agency trailer endorsement for USFS.
Observe the fire program requirements on driving time and work/rest ratio.  Agency records will provide proper evidence of driver’s hours of service.  

Must have aerial ignition class, wear aerial ignition guide required PPE, aerial ignition guide chapter 4, Fuel Preparation and MSDS Appendix C and Appendix F-Bonding Procedures.
Utilize approved aerial ignition equipment with static bonding throughout system, where appropriate PPE fibers, no cell phones or radios within 50’ of mixing area.

Work methodically, keep surfaces dry and clean.

Complete daily helitorch mixing system checklist.  Correct all identified issues.
	X
X

X

X

X

X
	
	
	
	Use properly licensed personnel. 
Use properly trained personnel. 

Use properly trained and equipped personnel.

As per aerial ignition guide chapter 4, Helitorch Mixing/Loading Area

Daily helitorch base briefing.
Daily operational checks
	Leader Checks
Leader Checks

Helitorch Mixmaster Checks

Helitorch Mixmaster Checks

Helitorch Manager

Helitorch Mixmaster Checks

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	14.  Remaining Risk Level After Control Measures Are Implemented: (CIRCLE HIGHEST REMAINING RISK LEVEL) 
	LOW

(Line Supervisor)
	MEDIUM

(Branch Chief)
	HIGH

(District Manager)
	EXTREMELY HIGH

(Must be State Director/Associate)

	15.  RISK DECISION AUTHORITY:   (Approval/Authority Signature Block) (If Initial Risk Level is Medium, High or Extremely High, Brief Risk Decision Authority at that level on Controls and Control Measures used to reduce risks.  NOTE: if the person preparing the form signs this block, the signature indicates only that the appropriate risk decision authority was notified of the intial risk level, control measures taken and appropriate resources requested; and that the risk was accepted by the decision authority.) 

__________________________________________________________________________

                                                          (Signature)


