	
	Central Utah Interagency Fire
RISK MANAGEMENT WORKSHEET

	



	1.  Organization and Location
Central Utah Interagency Fire
	
2.  Page _____1_______of______2________

	3.  Operation / Task

Equipment Transport
	4.  Beginning Date:

	5. Ending Date:

  
	6.  Date Prepared – Re-visited

[bookmark: _GoBack]02/22/2010 – 5/17/2013

	7.  Prepared by  (Name / Duty Position)
Clay Matheson  DAFMO Beaver

	8.  Identified Hazards:

	9.  Assess the Hazards Initial 
	10.  Control Measures Developed for Identified Hazards: (Specific measures taken to reduce the probability of a hazard.)
	11.  Assess the Hazard’s Residual’s Risk
	12.  How to Implement the Controls: (Include SOP’s, references, etc.)
	13.  Supervision and Evaluation Method: (Continuous Leader Checks, Buddy System, etc.)

	(Be Specific)
	L
	M
	H
	E
	(Be Specific)
	L
	M
	H
	E
	(Be Specific)
	(Be Specific)

	Loading / Unloading
1. Icy / Snowy Deck
2. Weight Distribution


3. Securing Machine

4. Ramps / Tilt Deck


	
	X
	
	       
	
1. Clear off deck before loading.
2. Position machine on trailer deck so that the machine and any implement attached are centered over the axles.
3. Fasten machine to the trailer using 2 chains/binders on the front AND rear. Secure any loose chain after binding.
4. If ramps are being used, make sure they are in the proper position and that the loading  jacks are in place.
If a tilt deck is being used raise the deck to the proper position and ensure the area beneath remains clear. Place trailer on level ground. Set parking brake on tow vehicle and allow no persons between trailer and tow vehicle.
	X
	
	
	
	
Only persons trained and licensed to operate the trailer and machinery shall do so.
	
Leader, operator

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	



	14.  Remaining Risk Level After Control Measures Are Implemented: (CIRCLE HIGHEST REMAINING RISK LEVEL) 
	LOW
	(Line Supervisor)
	MEDIUM
(Branch Chief)
	HIGH
(District Manager)
	EXTREMELY HIGH
(Must be State Director/Associate)

	15.  RISK DECISION AUTHORITY:   (Approval/Authority Signature Block) (If Initial Risk Level is Medium, High or Extremely High, Brief Risk Decision Authority at that level on Controls and Control Measures used to reduce risks.  NOTE: if the person preparing the form signs this block, the signature indicates only that the appropriate risk decision authority was notified of the initial risk level, control measures taken and appropriate resources requested; and that the risk was accepted by the decision authority.) 

          /s/     
__________________________________________________________________________
                                                          (Signature)


	
CONTINUED	PAGE 2
	8.  Identified Hazards

	9.  Assess the Hazards Initial 
	10.  Control Measures Developed for Identified Hazards: (Specific measures taken to reduce the probability of a hazard.)
	11.  Assess the Hazard’s Residual’s Risk
	12.  How to Implement the Controls: (Include SOP’s, references, etc.)
	13.  Supervision and Evaluation Method: (Continuous Leader Checks, Buddy System, etc.)

	(Be Specific)
	L
	M
	H
	E
	(Be Specific)
	L
	M
	H
	E
	(Be Specific)
	(Be Specific)

	Implement Transport
1. GCWR
· Gross Combined Vehicle Weight Rating





2. Implements without machine




	
	X
	
	
	
1. When looking at the weight limit for the trailer, factor in the combined weight of the machine AND the implement. Consider transporting machinery and implements separately if necessary.
2. When transporting implements without a machine center the weight over the axles and use at least 2 chain/binders per implement.
	X
	       
	
	
	Check manufacturer’s specifications for trailer weight rating.
	Leader, operator

	General Trailer Towing
1. Increased stopping distance


2. Increased turning radius



3. Decreased visibiltiy



	
	X
	
	
	
1. Begin braking earlier than normal, use trailer brakes if equipped.

2. Make turns wider to allow for trailer to follow on the inside of the turn.

3. Make adjustments to mirrors and identify blind spots.
	X
	
	
	
	Use only qualified operators trained in the use of the trailer.
	Leader Checks, operator

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	








