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	Central Utah Interagency Fire
RISK MANAGEMENT WORKSHEET

	



	1.  Organization and Location
Central Utah Interagency Fire
	
2.  Page _____1_______of______3________

	3.  Operation / Task
Trailer Towing
	4.  Beginning Date:

 
	5. Ending Date:

  
	6.  Date Prepared – Re-visited

07/29/2015

	7.  Prepared by  (Name / Duty Position)
Greg Coleman (Fremont River RD  DAFMO)

	8.  Identified Hazards:

	9.  Assess the Hazards Initial 
	10.  Control Measures Developed for Identified Hazards: (Specific measures taken to reduce the probability of a hazard.)
	11.  Assess the Hazard’s Residual’s Risk
	12.  How to Implement the Controls: (Include SOP’s, references, etc.)
	13.  Supervision and Evaluation Method: (Continuous Leader Checks, Buddy System, etc.)

	(Be Specific)
	L
	M
	H
	E
	(Be Specific)
	L
	M
	H
	E
	(Be Specific)
	(Be Specific)

	Inexperienced, unqualified operators



	
	X
	
	       
	Operator shall posess a valid state driver’s license, the proper class CDL if necessary and a U.S. Government Motor Vehicle Operators Identification Card with proper qualifications on this card for the trailer(s) being used.
	X
	
	
	
	 Fleet Examiner shall administer the test and issue qualifications only to those  meeting the requirements
	Leader Checks

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	Tow vehicle not properly matched to trailer/load being pulled. 
	
	X
	
	       
	Vehicles towing trailers must be in compliance with federal, state  and specific regional requirements concerning size and weight of the tow vehicle. Do not exceed tow vehicles GCWR (the combined weight of the tow vehicle and loaded trailer)

	X
	
	
	
	Consult USDA Health and Safety Code Handbook FSH 6709.11 and vehicle manufacturer’s weight ratings
	Leader Checks, operator

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	



	14.  Remaining Risk Level After Control Measures Are Implemented: (CIRCLE HIGHEST REMAINING RISK LEVEL) 
	LOW
(Line Supervisor)
	MEDIUM
(Branch Chief)
	HIGH
(District Manager)
	EXTREMELY HIGH
(Must be State Director/Associate)

	15.  RISK DECISION AUTHORITY:   (Approval/Authority Signature Block) (If Initial Risk Level is Medium, High or Extremely High, Brief Risk Decision Authority at that level on Controls and Control Measures used to reduce risks.  NOTE: if the person preparing the form signs this block, the signature indicates only that the appropriate risk decision authority was notified of the initial risk level, control measures taken and appropriate resources requested; and that the risk was accepted by the decision authority.) 

          /s/       
__________________________________________________________________________
                                                          (Signature)


	
CONTINUED	PAGE 2
	8.  Identified Hazards

	9.  Assess the Hazards Initial 
	10.  Control Measures Developed for Identified Hazards: (Specific measures taken to reduce the probability of a hazard.)
	11.  Assess the Hazard’s Residual’s Risk
	12.  How to Implement the Controls: (Include SOP’s, references, etc.)
	13.  Supervision and Evaluation Method: (Continuous Leader Checks, Buddy System, etc.)

	(Be Specific)
	L
	M
	H
	E
	(Be Specific)
	L
	M
	H
	E
	(Be Specific)
	(Be Specific)

	Tow ball not properly matched to trailer hitch





	
	X
	
	
	Be sure to select the proper size tow ball for the trailer being towed.
	X
	       
	
	
	Correct tow ball size is listed on the trailer hitch
	Leader, operator

	Trailer components in inoperable condition
1. Tires

2. Electrical connection / lights


3. Hitch / Safety Chains




4. Overall Condition




	
	X
	
	
	Perform pre-trip inspection of trailer prior to towing.
1. Air pressure, obvious wear / weathering problems
2. Connector of proper style (w/o adapter) and all lights functioning
3. Hitch shows no sign of damage and locks securely in place with a locking pin, safety chains are intact, attached, of proper length and when connected form an “X” under the trailer’s tongue
4. Annual inspection completed
	X
	       
	
	
	Operator will be responsible for performing pre-trip inspection.
Trailers custodian will be responsible for ensuring that the annual inspection is up to date
	Leader, operator

	Connecting tow vehicle to trailer
1. Damage to vehicle
2. Injury to backer / spotter







	X
	
	
	
	
1. Use a backer / spotter
2. Ensure backer / spotter is clear of vehicle and no body parts are in between vehicle and trailer.
	X
	                                                                     
	
	
	
Back slowly watching only one spotter at a time, stand clear
	
Buddy System, leader, operator

	
Improper load care
1. Overloading


2. Securing



3. Placement


	
	X
	
	
	

1. Keep load under weight rating of trailer

2. Ensure tie downs/chains of adequate strength and number are being used

3. Ensure weight is centered over trailer axles and not too far forward or rearward
	X
	
	
	
	
Check manufacturer’s specifications for GVWR  (Gross Vehicle Weight Rating)
	
Leader , operator

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	



	CONTINUED								PAGE 3
	8.  Identified Hazards

	9.  Assess the Hazards Initial 
	10.  Control Measures Developed for Identified Hazards: (Specific measures taken to reduce the probability of a hazard.)
	11.  Assess the Hazard’s Residual’s Risk
	12.  How to Implement the Controls: (Include SOP’s, references, etc.)
	13.  Supervision and Evaluation Method: (Continuous Leader Checks, Buddy System, etc.)

	(Be Specific)
	L
	M
	H
	E
	(Be Specific)
	L
	M
	H
	E
	(Be Specific)
	(Be Specific)

	
General Driving
1. Increased Stopping Distance


2. Increased Turning Radius



3. Decreased Visibility
	
	X
	
	
	

1. Begin braking earlier than normal, use trailer brakes if equipped

2. Make turns wider to allow for trailer to follow on the inside of the turn

3. Make adjustments to mirrors and identify blind spots
	X
	                                                                                   
	
	
	

Use only qualified operators trained in the use of the trailer.
	

Leader, operator 

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	









