
VIPR I-BPA CONTRACTED RESOURCES TYPING & ATTRIBUTE GUIDE SHEET 

Equipment Typing Attributes that can be 
ordered with Equipment 
(NOTE: If attributes are not 
available for selection in ROSS, 
document in Special Needs) 

WATER HANDLING    

ENGINE T6 - 150 to 399 gallons  
T5 - 400 to 749 gallons 
T4 - 750 to 1500 gallons 
T3 - 500 to 1500 gallons 

Compressed air foam –all 
4x4 - all 
 

WATER TENDER (Support) T1 - 4000 + gallons 
T2 - 2500 to 3999 gallons 
T3 - 1000 to 2499 gallons 

4x4 – all 

WATER TENDER (Tactical) 
(equipped w/foam proportioner) 

T1 - 2000 + gallons 
T2 - 1000 to 1999 gallons 

4x4 – all 

HEAVY EQUIPMENT WITH WATER   

PUMPERCAT T1 - 500 + gallons 
T2 - 325 to 499 gallons 
T3 - 200 to 324 gallons 

Foam Prop. (optional w/all) 
Winch/Grapple (optional w/all) 

SKIDGINE T1 - 1200 + gallons 
T2 - 800 to 1199 gallons 
T3 - 400 to 799 gallons 
T4 - 200 to 399 gallons 

Monitor (Foam Prop. optional) 
Monitor (Foam Prop. optional) 
Drop Tank (Foam Prop. optional) 
Drop Tank (Foam Prop. optional) 

SOFTTRACK T1 - 600 + gallons Monitor, Foam Prop. (optional) 
Winch/Grapple (optional) 

HEAVY EQUIPMENT   

DOZER T1 - Min 200-320 FWHP  
T2 - Min 100-199 FWHP  
T3 - Min 50-99 FWHP 

Ripper, Winch, Grapple, Low 
Ground Pressure; 282 HP or 
greater (T1) 

EXCAVATOR T1 - Min 156+ FWHP  
T2 - Min 111-155 FWHP  
T3 - Min 81-110 FWHP  
T4 - Min 60-80 FWHP 

Clamshell Bucket, 
Up Down Blade or Dozer Blade, 
Steep Ground Excavator 

TRACTOR PLOW T2 - Min 100-199 HP 
T3 - Min  50-99 HP 

 

TRANSPORT 
 

T1 - loads 70,000 + LBS 
T2 - loads 35,001-69,999 LBS 
T3 - loads up to 35,000 LBS 

 

FALLERS   

FALLER, SINGLE 1 Faller w/ ALL 
Equipment & (2 saws) 
Transportation 

 

MODULE, FALLER  2 Fallers w/ ALL 
Equipment & (2 saws each) 
Transportation 

 

TRAILERS   

CLERICAL SUPPORT UNIT  Internet (optional) 

COMMUNICATION TRAILER 3 workstations  Internet (optional) 

GIS UNIT T1 (4 computer workstations) 
T2 (2 computer workstations) 
T3 (5 workstations) 

Internet (optional 

HELICOPTER OPERATIONS SUPPORT 
TRAILER 

2 VHF-AM portable radios. 
2 P25 digital VHF-FM portable radios 

Internet (optional) 

MISCELLANEOUS HEAVY EQUIPMENT   

FELLER BUNCHER T1 - 226+ HP 
T2 - 160 - 225 HP 

Specify Tracked or Rubber-tired 
(Wheeled) 



VIPR I-BPA CONTRACTED RESOURCES TYPING & ATTRIBUTE GUIDE SHEET 
MULCHER/MASTICATOR  
(Boom Mounted) 

T1 - 156+ HP 
T2 - 111 – 155 HP 
T3 - 81 – 110 HP 
T4 - 60 – 80 HP 

 

ROAD GRADER T1 - 165+ HP 
T2 - 120 - 164 HP 

All with 12 foot mold board 
minimum 

SKIDDER T1 - 176+ HP 
T2 - 100-175 HP 
T3 -  60-99 HP 

All can be ordered with different 
grapple configurations or with 
winch line plus min. requirements 

STRIP MULCHER/MASTICATOR T1 - 200 - 350 HP 
T2 - 100 - 199 HP 
T3 - 50 - 99 HP 

Specify Tracked or Rubber-tired 
(Wheeled) 

OTHER MISCELLANEOUS EQUIPMENT   

CHIPPER T1 - 18 inch Min. diameter capacity 
T2 - 13-17 in. diameter capacity 
T3 - 9-12 in.  Max. diameter capacity 

2 person crew required for all 
types 

FUEL TENDER T1 - 3501 + gallons  
T2 - 2501 - 3500 gallons 
T3 - 500 - 2500 gallons 

 

HAND WASH (PORTABLE) 2 sinks  

HAND WASH (TRAILER MOUNTED) Trailer mounted with 8+ sinks  

GRAY WATER TRUCK T1 - 4000 + gallons   
T2 - 2500-3999 gallons 
T3 - 1000-2499 gallons 
T4 - 400-999 gallons 

 

MECHANIC W/ SERVICE TRUCK T1 - Heavy Equipment Mechanic 
T2 - Auto/HeavyTruck Mechanic 

 

MOBILE LAUNDRY T1 - 2500 LBS laundry per day 
T2 - 1500 LBS laundry per day 

 

POTABLE WATER TRUCK T1 - 4000 + gallons 
T2 - 2500 - 3999 gallons  
T3 – 1000 - 2499 gallons 
T4 – 400 - 999 gallons 

 

TENT T1 - 40' x 40', 40' x 60', and 40' x 80' 
T2 - 20' x 40' and 20' x 60' 
T3 - 501 - 700 square feet 
T4 - 200 - 500 square feet 

Canopy Type 
Canopy Type 

WEED WASHING UNIT T1 - Self-contained w/recycling water 
system 

 

TRANSPORTATION   

CREW BUS MINIMUM 22 PASSENGER Internal storage for gear 
External storage for saws/fuel 

VEHICLE w/DRIVER Passenger Van (7-9 Pax only) 
Pickup T1 - GVWR of 8,501 LBS  + 
Pickup T2 - GVWR of 6,001 to 8,500 LBS 
Pickup T3 - GVWR up to 6,000 LBS     
SUV’s – Minimum 5 pax           
Stakeside T1 - GVWR of 14001 LBS + 
Stakeside T2 - GVWR of 10,001 LBS to 14,000 
LBS 

4x4 or 2x4 (Van, P/U, SUV) 
Stakeside Only – specify if truck 
has dump/tilt box OR lift gate 

Abbreviations Commonly Associated with Heavy Equipment: 

GVWR = Gross Vehicle Weight Rating FWHP = Flywheel Horsepower ROPS= Rollover Protective 
Structure 

FOPS = Falling Object Protection HP = Horsepower minimum/maximum 

 


