
SITE/STRUCTURE EVALUATION WORKSHEET

	SITE:
	Sheep Creek Pack Bridge
	LEGAL:
	 T25N,R5E, NW ¼ of sec 35

	
	
	
	


Factors influencing rate of spread:
	Slope
	 Flat
	Position on slope
	 Lower
	Aspect
	 South
	Fuel model
	  2

	Fuel continuity
	 Some fine fuel and brush.
	Ladder fuels
	


	Remarks:
	 Sheep Creek Pack Bridge is a 75 ft long treated wood  bridge that is located on a large flat below the Sheep Crk Canyon area.

	


Resources:
	Water supply (type and capacity)
	  Sheep Creek and the Salmon River - unlimited supply.

	

	Equipment on site
	 N/A

	

	Available barriers
	  Largeflat area on bottow of the drainage.

	


Access/egress:
	Road (width, grade, condition, bridges, etc.) 
	

	

	Trails
	 F.S. trail # 201

	Airstrip
	

	Helispot
	 Yes, large flat that has been used for helispot in past fire situations.

	Boat
	 Yes, Salmon River


	Occupancy (number, type, duration, etc.)
	  N/A

	


Identified Protection Level:
	1.
	
	 No protection

	2.
	
	Handline construction concurrent with threatening fire

	3.
	
	Handline and burnout concurrent with threatening fire

	4.
	X
	Fire shelter or water system protection concurrent with threatening fire

	5.
	
	Fugitive retardent drops concurrent with threatening fire

	6.
	
	Use of heavy equipment for fireline construction concurrent with threatening fire

	7.
	X
	Site/Structure/Improvement preatreatment fuels reduction of unnatural fuels prior to

fire event





a. Fuels reduction




b. Flammable material movement (firewood, fuel, etc.)




c. Change in building materials

	Proposed Tactics:
	 Set up portable pump and or gravity system in Sheep Crk  with sprinkler system on bridge. Pretreat area with water prior to fire arrival. Good site for firefighters due to large safety zone and escape routes to the Salmon River.

	

	


Probability of success:
	            Flame length
	    0-2'
	    2-4'
	    4-6'
	    6-8'
	    8'+

	Fair
	40%+
	
	
	
	
	
	
	 X
	
	 X

	Good
	60%+
	 
	
	
	
	 X
	
	
	
	

	Excellent
	80%+
	 X
	
	 X
	
	
	
	
	
	


	
	
	
	


(draw site map on back; attach other notes or appropriate information)

Roof: construction type/condition      N/A                                   
Siding: material/condition   N/A                                            
Heat traps: gables/decks/porches/vents  Deck boards                            
Foundation: type/material/condition  Steel joyce bridge with treated wood deck material.                                    
Windows: exposed/covered/type   N/A                                         
Overhead lines: power/phone/shutoffs     N/A                                 
Underground lines: power/phone/shutoffs  N/A                                
Fuel storage: type/quantity/lines/shutoffs    N/A                       
Outside combustibles: wood piles/fences/yard accumulation:   Unknown.          
Septic tank/location:    N/A                                             
Position on slope:  Lower.                                                     
Working space - minimum clearance guide:

Slope percentage
Uphill
Actual
Sides
Actual
Downhill
Actual

Level to 20%
100 ft.
5%
100 ft.
5%
100 ft.

<5%





      
21% to 40%
150 ft.
  5%   
150 ft.
   5%   
200 ft.







      
41% to 60%
200 ft.
   5%   
200 ft.
    5%  
400 ft. 







      
Additional comments:        This structure is located on a large flat area at the bottom of Sheep Crk Drainage. LCES firefighter safety is good due to location and terrain which provide a large safety zone and escape routes to the Salmon River Corridor. Communications are on Nez Perce channel 1 to Oregon Butte Lookout or Sheep Hill Lookout.                                                   
            Prepared by: Bob Lippincott                          Date:   2,1,2000        
